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People You Know. Brands You Trust
The team behind the world’s best-regarded mobile lighting brand is underpinned by a single objective 
- to engineer and build solutions which make mining and construction projects safer and more 
productive while being sensitive to the environment 

The science of mobile lighting has sat at 
the heart of the Allight brand for more than 
20 years. From worldwide headquarters in 
Perth, Western Australia, design, engineering, 
procurement and assembly teams produce 
almost 3,000 lighting towers a year.

Powered by either a CAT or Perkins engine, 
each tower features the world’s most reliable 
components as well as a unique mast design 
and light assembly which makes sure the 
maximum output reaches your work platform 
for optimum productivity and safety. 

Product Support 
Promise
Selling you a mobile lighting solution isn’t an 
AllightSykes goal. It’s our starting point.

We understand that you need to be able to rely 
on fast, fuss-free genuine parts and service 
and warranty back-up long after your lighting 
tower has started doing its job.

That’s why our genuine parts and Product 
Support teams are on hand to make sure you 
can access qualified, professional and highly 
skilled technicians when you need them most.

Need to know more?
As you work your way through the brochure, 
you’ll realise why our mobile lighting solutions 
are generally believed to be as good as it gets. 
But if brochures aren’t your thing, just mouse 
over to www.allightsykes.com. 

You’ll be able to get hold of relevant general 
information, spec sheets, interactive lighting 
calculators, news and thought-leadership 
articles, and compliance and legislation 
updates.

Other world class 
brands exclusive to 
AllightSykes?

Our flagship water management brand, Sykes 
has been a major force in the world’s auto-
prime pump market for over 40 years. Much 
of its success reflects its cleverly designed 
priming systems which improve fluid handling 
efficiencies and greatly reduce maintenance 
requirements. A ‘snore’ facility built into its 
ground-breaking auto-priming pumps, for 
example, means they can run dry without 
damage for extended periods.  

Prime or standby power generating sets which 
come with an FG Wilson badge, also bring with 
them quality and performance assurances 
across a huge 6.8kVA to 2200kVa range. 

As well as choosing Perkins to power our 
products, we’re also the only source of loose 
engines in Australia. The range includes both 
the Perkins and Perkins Marine Power line-up 
of clean, efficient engines ranging from 5 to 
over 2600HP.

The latest addition to our suite of equipment 
solutions, Rotair’s range of compact and 	
quiet motorized compressors are available 		
in output configurations from 74cfm 	  
to 424cfm.



The Science of			     				 
Lighting
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Optimum safety and productivity from the world’s largest 
spread of mobile lighting options.

Over the last 20 years our designers and engineers 
have studied hundreds of mining and construction 
environments to make sure we have the spread of 
lighting options you need to make your project safe 
and productive.

All our towers are built in Australia; where mining 
standards are generally regarded as being the 
toughest in the world.

They’re all powered by either CAT or Perkins engines 
- two of the brands which you know you can trust

We use the best components we can find – including 
lamps and lights which we’ve chosen and integrated 
into our unique mast design to make sure the 
maximum output reaches your work platform for 
optimum productivity and safety.

And when it comes to the environment, we know 
better than most how much you need the comfort 
and confidence that your mobile lighting comes up 
to scratch. That’s why we’re driving innovations such 
as integral 110% fluid spillage protection bunds as 
standard.

Here’s a quick look at some of our features and 
innovations - and how they will benefit your project.

•	 A lighting tower option for every mining and 
construction project

•	 Designed, engineered and built in Australia to meet 
the world’s toughest standards

•	 110% fluid spillage bund as standard – for 
environmental compliance

•	 Dozens of mast options for maximum flexibility

•	 Unique highwall overhang system gets more light to 
your work platform

•    500 hour service intervals means low maintenance 
and ownership costs

•    Individually adjusted lamps means you can focus the 
light more precisely 

•    Double-ended metal halide lamps means less damage 
in transit

•    Large doors for quick and easy service access

•    Genuine parts across all products

•    After sales and product support
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The entry level FIREFLY tower has 
been developed to offer reliable, 
low maintenance and cost-effective 
lighting for metro projects – and is 
perfect for rental fleets.

Designed with project safety and the environment in mind, 
our new FIREFLY tower also comes with a full integral bund 
to prevent fluid spillage.

Engineered and built in Australia, FIREFLY is easy to 
transport and can be operated by one person.

It packs out 4000 watts of bright light from its damage 
- resistant double-ended metal halide lamps. Specially 
designed parabolic reflectors amplify lamp output to create 
light plots which are the envy of the industry. Other lighting 
options include a 1000w LED lighting system or 1200w 
balloon light. 

350 degrees of mast rotation and the ability to adjust each of 
its four lamps independently, means maximum flexibility and 
so big productivity gains.

Cost-effective shipping has also been built into the FIREFLY 
tower’s ingenious design. Ten towers can be carried on 
a standard 40ft open truck - or 16 can fit into a 40ft sea 
container with only very minimal disassembly. Forklift 
pockets, lifting points and tie down straps underline the 
tower’s commitment to transit safety, and the FIREFLY can 
also easily be towed by most cars.

At a Glance
•	 Designed to strengthen AllightSykes grip on global 	

rental markets

•	 Large access doors for quick and easy service 	 	
and maintenance

•	 Radiator cowling specifically designed for optimum 	
air flow 

•	 4x1000w double-ended damage-resistant metal 		
halide lamps - or the options of 1000w LED or 		
1200w balloon light

•	 Individually switchable lamps for  
added flexibility

•	 Full environmental bund

•	 Retractable towbar

•	 Up and down mast supplied fully  
assembled. Manual option 

•	 Low cost of ownership – 500 hour 	 	 	
service intervals

•	 CAT or Perkins powered

•	 Cheap to move - ten fully assembled towers  
can be transported on a 40ft flatbed truck, or 16  
in a 40ft container with minimal disassembly

Standard Equipment

Height	 2230 mm (7’3”)

Stacked	 2450mm  (8’)

Length Draw Bar Retracted	 2160 mm (7’1”) 

Length Draw Bar Extended	 3000 mm (9’8”) 

Width	 1150 mm (3’8”)  

Mast Height Fully Extended	 8.5m (31’2”)  Nominal

Max Weight (Wet)	 892kg (1967lb)	

Fuel	 Diesel	

Fuel Capacity	 90 litres (24 US Gallons) 	

Engine	 Perkins 403D-11	

Engine Cylinders	 3

Engine Aspiration	 Natural

Combustion System	 Indirect Injection

Alternator	 6.5kW

Volts	 240V / 110V / 220V

Hz		  50 / 60

Power Outlets	 1 x 10A

Type of Lights	 Metal Halide

Number of Lights	 4 x 1000 watts

Light Tilt	 Manual

Mast Rotation	 350º Manual operation

Mast Raise / Extension	 Hydraulic

Mast High Wall Capacity	  NA

Tire and Rim Size	 13”

Stabilizers Support	 Manual

Tow Hitch	 Ball hitch

Brakes	 Cable Drum Brakes

Environmental	 Full Containment Bund

Quick 
Change 
Lamps

Retractable draw bar for 
compact shipping

Manual mast 
rotation 350º

Environmentally friendly,
emissions compliant
diesel engine

Hydraulic 
Mast 
Extension

4x stabiliser 
support legs (front 
& rear) for added 
safety when 
operating tower

HYDRAULIC

OPTIONAL

	  Sound Attenuation Kit

	  Spare Wheel

	  Battery Isolation

	  Main Isolation Switch

	  Emergency Stop

	  Fire Extinguisher

	  24/7 programmable  
	   timer (start & stop)

	  CAT Engine
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2230 mm (7’3”)

2450mm  (8’)

2160 mm (7’1”) 

3000 mm (9’8”) 

1150 mm (3’8”)  

8.5m (31’2”)  Nominal

750kg (1654lb)	

Diesel	

70 litres (18 US Gallons) 	

Perkins 403D-07	

3

Natural

Indirect Injection

6.5kW

240V / 110V / 220V

50 / 60

1 x 10A

Metal Halide

4 x 1000 watts

Manual

350º Manual operation

Manual

 NA

13”

Manual

Ball hitch

None

Full Containment Bund

2230 mm (7’3”)

2450mm  (8’)

2160 mm (7’1”) 

3000 mm (9’8”) 

1150 mm (3’8”)  

8.5m (31’2”)  Nominal

745kg (1642lb)	

Diesel	

70 litres (18 US Gallons) 	

Perkins 403D-07	

3

Natural

Indirect Injection

6.5kW

240V / 110V / 220V

50 / 60

1 x 10A

HMI

1200W (110000 Lm)

-

-

Hydraulic/Manual

 -

13”

Manual

Ball hitch

None

Full Containment Bund

 Sound Attenuation Kit

 Spare Wheel

 Battery Isolation

 Main Isolation Switch

 Hydraulic Mast Raise

 Cable Drum Brakes

 Emergency Stop

 Fire Extinguisher

 24/7 programmable  
  timer (start & stop)

 CAT Engine

 Perkins 403D-11

 90 litres (24 US Gallons)

 Sound Attenuation Kit

 Battery Isolation

 Main Isolation Switch

 Hydraulic Mast Raise

 Emergency Stop

 Fire Extinguisher

 24/7 programmable  
  timer (start & stop)

 CAT Engine

HYDRAULIC MANUAL 360

NEW
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Durable, reliable and versatile, 
the COMBILITE  sets exciting 
new standards in safety and 
productivity – and is ideal for heavy 
duty construction and light mining 
environments.  

Designed, engineered and built in Australia - the tower packs 
out 6000w of light.

Thanks to its unique highwall overhang facility, maximum 
light can be focused on the work platform to improve 
productivity and safety.

And with the environment playing an increasingly important 
role in global mining and construction projects, COMBILITE 
comes complete with a full 110% environmental bund.

Cost-effective shipping has also been built into the 
COMBILITE’s design. Seven towers can be carried on a 
standard 40ft open truck or 40ft sea container.  

At a Glance
•	 Light enough for metro. Tough enough for mining 

•	 Numerous mast options (including articulated option for 
highwall overhang) 

•	 6x1000W or 4x1500W double-ended metal halide lamps

•	 350 degree mast rotation whilst fully extended 

•	 Electric light bar tilt via simple control panel 

•	 Horizontal and vertical adjustment of each lamp

•	 Single axle running gear with retractable drawbar

•	 Full environmental bund for spillage protection

•	 Power outlets in weather-resistant control panel

•	 Large universal doors for quick and easy service access 

•	 CAT or Perkins powered

•	 Cheap to move - 7 towers can be transported on a 40ft 
flatbed truck or 40ft container

•	 Forklift pockets, lifting points and tie down straps

 

LITEMono

Colour

2000mm (6’7”)

[Highwall Overhang]

2275mm

Standard Equipment

Height 	 2350 mm (7’7”) 
Length Draw Bar Retracted 	 2300 mm (7’5”)
Length Draw Bar Extended	 3140 mm (10’3”)
Width 	 1650 mm (5’4”) 
Mast Height Fully Extended	 9.0m (29’5”)  Nominal

Weight (Wet)	 1500kg (3307lb)
Fuel	 Diesel
Fuel Capacity	 130 litres (34 US Gallons) 

Engine 	 Perkins 403D-11
Engine Cylinders 	 3
Engine Aspiration	 Natural
Combustion System	 Indirect Injection
Alternator	 10kW Brushless, 4 pole

Volts	 240V / 110V / 220V
Hz		  50 / 60

Power Outlets	 Options available 
Type of Lights	 Metal Halide
Number of Lights 	 4 x 1500 watts

Light Tilt 	 Hydraulic
Mast Rotation 	 350º Manual operation
Mast Raise / Extension 	 Hydraulic Knuckle Boom
Mast High Wall Capacity 	 3m (9’10”) Nominal

Tire and Rim Size 	 16”
Stabilizers Support  	 Manual
Tow Hitch 	 Ring or Ball hitch
Brakes 	 Cable Drum Brakes
Environmental 	 Full Containment Bund

OPTIONAL

 Sound Attenuation Kit

 Spare Wheel

 Battery Isolation

 Main Isolation Switch

 Emergency Stop

 Fire Extinguisher

 24/7 programmable  
  timer (start & stop)

 CAT Engine
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NEW
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Our MineSpec lighting towers 
are designed, engineered and 
manufactured in Australia because 
we know they have to be ready 
to operate night after night in the 
world’s most aggressive mining and 
construction environments.

When you specify MineSpec in your project asset schedule, 
you can be certain you’re including a level of resilience, 
durability and efficiency which most other industrial strength 
towers struggle to match, let alone exceed. 

Powerful Illumination
•	 Individually switchable double-ended metal halide 

lamps engineered specifically for operation in mobile 
equipment; gas filled instead of filament, quick change, 
vibration resistant, long lasting, heavy duty, and 
delivering clear, true-white light

•	 Also available with High Pressure Sodium lamps 
shining powerful yellow light for applications requiring 
environmental sensitivity, or sites with heavy airborne  
particulates (coal, dust, fog)

•	 Highwall overhang capabilities on hydraulic models 

•	 Heavy duty conduit providing mechanical protection and 
electrical continuity

•	 Up to seven scopes of lighting direction/positioning  

Strong Body
•	 Robust, durable, super heavy duty towers to Mine 

specification, built tough in Australia 

•	 Power outlets in weather-resistant control panel for 
ancillary power needs, and lockable access doors for 
added security, easy operation and maintenance

•	 Available as trailer mounted for ease of transport, or skid 
mounted for unbeatable stability

Mine 
Series

[Spec]

•	 Trailer models in single or dual axle configurations, and 
can be road licensed for towing site to site

•	 Heavy rocker/roller suspension

Mighty Force Within
•	 Reliable and powerful Perkins or CAT industrial engines

Mine Spec Super Skid
We understand that for some mining and heavy construction 
projects, big might not be big enough. So we developed the 
mighty Super Skid model. Here’s what it offers in addition to 
the standard MineSpec features and benefits:

•	 Choice of fifteen 1000W high pressure sodium lamps 
delivering almost 2m lumens of intense yellow tinted light, 
or twelve 2000W metal halide lamps delivering nearly 
2.3m lumens of clear, true-white illumination. You can 
almost have daylight at midnight

•	 Heavy duty skid base for unrivalled stability and peace of 
mind

•	 12m mast offering 10.7m highwall overhang capability

•	 4 cylinder Perkins engines coupled with heavy duty Leroy 
Somer brushless alternator. (Other power options are 
available if necessary)

•	 Optimised cylinder head configuration for optimum fuel 
and oil consumption and maximum efficiency

•	 Skid base fabricated from 454 universal beam, with 
200mm ground clearance, and 12mm wear plate

SX Series 
Some long-term open pit mining projects need very wide 
light coverage, so we developed our fixed installation SX 
Series to deliver either 12,000 to 24,000 watts from a very 
compact footprint. 

Super Tower
The trailer mounted  MineSpec Super Tower is powered 
by an FG Wilson 40 kVA generator and fitted with two 7m 
independent telescopic masts, each with 8x1500W Metal 
Halide lamps. The high light output and multi-directional 
lighting functionalities make the Super Tower ideal for remote 
applications and large pit areas
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Standard Equipment

Standard Equipment

	M S4.5K-M 	M S4.5K-9 	M S6K-9

Height 	 2.6m (8’ 6”) 	 2.6m (8’ 6”) 	 2.5m (8’ 4”)
Length 	 4.8m (15’ 9”) 	 5.2m (17’ 1”) 	 5.2m (17’ 1”)
Width 	 1.9m (6’ 3”) 	 2.1m (6’ 11”) 	 2.1m (6’ 11”)
Weight (Gross) 	 1350kg (3970lb) 	 1500kg (3300lb) 	 1500kg (3300lb)

Height 	 2.7m (8’ 10”) 	 2.6m (8’ 6”) 	 2.5m (8’ 4”)
Length 	 4.5m (14’ 9”) 	 4.5m (14’ 9”) 	 4.5m (14’ 9”)
Width 	 1.8m (6’ 3”) 	 1.95m (6’ 5”) 	 1.95m (6’ 5”)
Weight (Gross) 	 1600kg (3520lb) 	 1600kg (3520lb) 	 1800kg (3970lb)

Mast Height 	 8.5m 	 9.0m 	 9.0m

Fuel 	 Diesel 	 Diesel 	 Diesel
Fuel Capacity 	 130L 	 130L 	 130L
Fuel Tank 	 plastic 	 plastic 	 plastic

Engine Models available 	 Perkins 403D-11 50Hz	 Perkins 403D-11 50Hz	 Perkins 403D-11 50Hz	
	 Perkins 403D-11 60Hz	 Perkins 403D-11 60Hz	 Perkins 403D-11 60Hz
No. Engine Cylinders 	 3 	 3 	 3
Engine Aspiration 	 naturally aspirated 	 naturally aspirated 	 naturally aspirated

Alternator 	 4 pole, single bearing 	 4 pole, single bearing 	 4 pole, single bearing
Type of Lights 	 1500W metal halide 	 1500W metal halide 	 1500W metal halide
Number of Lights 	 3 	 3 	 4

Light Tilt 	 manual 	 hydraulic 	 hydraulic
Mast Rotation 	 manual 	 manual 	 manual
Mast Raise/Extension 	 8.5m 	 9m 	 9m
Tire and Rim Size 	 205R16 16” 	 205R16 16” 	 205R16 16”
	 215/75 15” US 	 215/75 15” US 	 215/75 15” US

Stabilisers Support 	 4 x drop down 	 4 x wind down 	 4 x wind down
Tow Hitch 	 50mm ball (2000kg) 	 50mm ball (2000kg) 	 50mm ball (2000kg)

Single Axle

Super Series Super Series

Single Axle Single Axle

T
R

A
ILE

R
S

K
ID

	 SS15K-12 	 SS18K-12

Base 	 Skid 	 Skid 
Height 	 3380mm (11’1”) 	 3380mm (11’1”) 
Length 	 7060mm (23’2”) 	 7060mm (23’2”) 
Width 	 2330mm (7’8”) 	 2330mm (7’8”) 
Weight (Wet) 	 8000kg (17637lb) 	 8000kg (17637lb) 

Mast Height Fully Extended 	 12.0m 	 12.0m 

Fuel 	 Diesel 	 Diesel 
Capacity 	 161L (42.5 US Gallons)	 161L (42.5 US Gallons)

Generator 	 P33-2-CAE 	 P33-2-CAE  
Output Rating at 50Hz (0.8 Power Factor) 	 30kVA / 24kW 	 30kVA / 24kW 
Output Rating at 60Hz (0.8 Power Factor) 	 33.8kVA / 27kW 	 33.8kVA / 27kW 
Engine 	 Perkins 1103C-33TG2/3 	 Perkins 1103C-33TG2/3
Cylinders 	 3 	 3 
Alternator 	 LL1014S 	 LL1014S 
Volts 	 240/415 	 240/415 
Hz 	 50 or 60 	 50 or 60 

Type of Lights 	 1.0 kW Sodium Vapour 	 1.5kW Metal Halide 
Number of Lights 	 15 	 12 
Total Light Output 	 15kW 	 18kW 
Light Tilt 	 Hydraulic 	 Hydraulic 

Mast Rotation 	 Hydraulic Slew 	 Hydraulic Slew 
Mast Raise / Extension 	 Hydraulic 	 Hydraulic 
Mast High Wall Capacity 	 10.7m  (35’) 	 10.7m  (35’)

Tire and Rim Size 	 - 	 - 
Stabilizers Support 	 - 	 - 
Tow Hitch 	 - 	 - 
Brakes	 - 	 - 	
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Mine 
Series

[Spec]

OPTIONAL

 	 Hydraulic Mast Rotation 		
(MS9k, MS10k & MS12k series only)

 	 Hydraulic Leg Kit (MS4.5K-9, 
MS6K-9, MS7.5K-9)

 	 Hydraulic Light Bar Rotation
 	 Power Outlets
 	 Timer Shutdown
 	 CAT Battery upgrade
 	 CAT Jumpstart
 	 Sodium Vapor Lamps
 	 Power Outlets
 	 Coal Mining Wiring Specifications
 	 Fast Fill/Evac Systems for all Fluids
 	 Engine upgrade to Perkins 	403D-15

	 available for MS4.5K-9 and MS6K-9
 	 Fire Extinguisher 4.5-9kg
 	 Ring Hitch 75mm (3500kg)
 	 Spare Wheel Carrier
 	 Wheel Chocks 1400

OPTIONAL

 	 Wiggins Fast-fill
 	 Wiggins Oil Evac
 	 Low Fuel Indication
 	 Bizalloy 400 Wearplates (on SS 

Range)
 	 1000L Fuel Tank (on SS Range)
 	 Timer Shutdown (on SS Range)

Standards Compliance
 	 AS 3000 Electrical Wiring Rules
 	 AS 2790 Transportable Generator 

Sets to 25 kVA
 	 AS 3010.1 Supply by generator set
 	 AS 3713 Noise Level Emissions
 	 AS 1170.2 Wind Loading Criteria
 	 Mines Safety and Inspection 

Regulations 1995

Standards Compliance
 	 AS 3000 Electrical Wiring Rules
 	 AS 3010.1 Supply by generator set
 	 AS 3713 Noise Level Emissions
 	 AS 1170.2 Wind Loading Criteria
 	 Mines Safety and Inspection 

Regulations 1995
 	 1000L Fuel Tank (on SS Range)

Super Series Super Series

MS7.5K-9 	M S10K-9	M S9K-10 	M S12K-10

2.6m (8’ 6”) 	 2.6m (8’ 6”)	 9’ 2” (2.8m)	 9’ 2” (2.8m)
5.2m (17’ 1”)  	 5.2m (17’ 1”)   	 5.7m (18’ 8”)	 5.7m (18’ 8”)
2.1m (6’ 11”) 	 2.1m (6’ 11”)  	 2.25m (7’ 5”)	 2.25m (7’ 5”)
1600kg (3530lb) 	 1900kg (4180lb)	 2500kg (5500lb) 	 5620lb (2550kg)

2.6m (8’ 6”) 	 2.6m (8’ 6”)  	 2.5m (8’ 2”)	 2.5m (8’ 2”)
4.5m (14’ 9”)	 4.5m (14’ 9”)	 5.6m (18’ 4”)	 5.6m (18’ 4”)
1.95m (6’ 5”)  	 1.95m (6’ 5”)  	 2.25m (7’ 5”)	 2.25m (7’ 5”) 
1800kg (3970lb)	 -	 3000kg (6620lb)	 3000kg (6620lb)

9.0m (29’ 6”) 	 9.0m (29’ 6”) 	 10.0m (32’ 9”)	 10.0m (32’ 9”)

Diesel 	 Diesel	 Diesel 	 Diesel
130L (34 US Gallons)	 130L (34 US Gallons)	 200L (52 US Gallons)	 200L (52 US Gallons) 
plastic 	 plastic 	 steel 	 steel

Perkins 403D-15 50Hz 	 Perkins 404D-22 50Hz	 Perkins 404D-22 50Hz 	 Perkins 404D-22 50Hz
Perkins 403D-11 60Hz 	 Perkins 403D-15 60Hz 	 Perkins 403D-15 60Hz 	 Perkins 404D-22 60Hz
3 	 4	 4 	 4
naturally aspirated 	 naturally aspirated	 naturally aspirated 	 naturally aspirated

4 pole, single bearing	 4 pole, single bearing, brushless	 4 pole, single bearing, brushless	 4 pole, single bearing, brushless

1500W metal halide 	 2000W metal halide	 1500W metal halide 	 2000Wmetal halide
5 	 5	 6 	 6

hydraulic 	 hydraulic	 hydraulic 	 hydraulic
manual 	 manual	 manual 	 manual
9.0m (29’ 6”)  	 9.0m (29’ 6”) 	 10.0m (32’ 9”)	 10.0m (32’ 9”)
205R16 16” 	 205R16 16” 	 205R16 16” 	 205R16 16”
215/75 15” US 	 215/75 15” US	 215/75 15” US 	 215/75 15” US

2 x wind down / 2 x drop down 	4 x wind down	 4 x hydraulic 	 4 x hydraulic
50mm ball (2000kg) 	 50mm ball (2000kg) 	 75mm ring (3500kg) 	 75mm ring (3500kg)

SS24K-12 	M L24K7

Skid 	 Dual Axle Trailer
3380mm (11’1”) 	 3005mm (9’10”)
7060mm (23’2”) 	 6200mm (20’4”)
2330mm (7’8”) 	 2300mm (7’7”)
8000kg (17637lb) 	 4000kg (8818lb)

12.0m 	 7.0m

Diesel 	 Diesel
219L (57.9 US Gallons)	 219L (57.9 US Gallons)
P50-2-CAE 	 P50-2-CAE 
45kVA / 36kW 	 45kVA / 36kW
50kVA /40kW 	 50kVA /40kW 
Perkins 1103C-33TG2/3 	 Perkins 1103C-33TG2/3
3 	 3
LL2014C 	 LL2014C 
240/415 	 240/415
50 or 60 	 50 or 60

2kW Metal Halide 	 1.5kW Metal Halide
12 	 16
24kW 	 24kW
Hydraulic 	 Hydraulic

Hydraulic Slew 	 Manual
Hydraulic 	 Hydraulic Extension
10.7m  (35’) 	 2.75m  (9’) and 3.15m (10’)
- 	 205R16 6 stud LC pattern
- 	 4 x manual stabilisers
- 	 Ring Hitch
- 	 Electric with Breakaway

Single Axle Single Axle Tandem Axle Tandem Axle



LATIN AMERICA		
Roberto Guzman 8840, Las Condes 
Santiago, Chile 
C  56-9 6620 5996			 
E  info@allightsykes.com

NORTH EAST USA			 
E  info@allightprimax.com

SOUTHERN AFRICA 
M  +27 (0)83 395 7377			
E  info@allightsykes.com

SOUTH EAST AND WESTERN USA 
South Carolina 
US Distribution Center 
1107 E. Black Street 
Rock Hill, SC 29730 USA 
T  +1 803 328 2035 
F  +1 803 328 2036			 
E  info@allightprimax.com

UAE SALES OFFICE 
M +971 50 5596810 
T  +971 4 324 1337 
F  +971 4 324 1338			 
E  info@allightprimax.com

UNITED ARAB EMIRATES	
P.O. Box 17505, Lob 11-7 
Jebel Ali Freezone DUBAI, UAE 
T  +971 4 8811599 
F  +971 4 8818883			 
E  info@allightprimax.com

UNITED KINGDOM 
SERVICE SUPPORT 
M +971 50 462 0358			 
E  info@allightprimax.com

WEST AFRICA 
M  +233 (0)27 318 9730		
E  info@allightsykes.com

ADELAIDE, AUSTRALIA 
585 South Road		
Regency Park SA 5010 
T  +61 (0)8 8243 4162 
F  +61 (0)8 8345 1623			 
E  info@allightsykes.com

BRISBANE, AUSTRALIA 
35 Alexandria Place		
MURARRIE QLD 4172 
T  +61 (0)7 3131 8222 
F  +61 (0)7 3348 8613			 
E  info@allightsykes.com 
 
MELBOURNE, AUSTRALIA 
145-157 Fairbank Road		
CLAYTON VIC 3169			 
T  +61 (0)3 9271 3301 
F  +61 (0)3 9271 3310			 
E  info@allightsykes.com

NEWCASTLE, AUSTRALIA		
42 Munibung Road 
CARDIFF NSW 2285 
T  +61 (0)2 4954 3333 
F  +61 (0)2 4954 3303			 
E  info@allightsykes.com

PERTH, AUSTRALIA 
12 Hoskins Road 		
LANDSDALE WA 6065 
T  +61 (0)8 9302 7000 
F  +61 (0)8 9302 7001			 
E  info@allightsykes.com

ROCKHAMPTON, AUSTRALIA 
51 Johnson Street		
ROCKHAMPTON QLD 4701  
T  +61 (0)7 4936 2888 
F  +61 (0)7 4936 2444			 
E  info@allightsykes.com

SYDNEY, AUSTRALIA 
41 York Road		
INGLEBURN NSW 2565 
T  +61 (0)2 9765 6800 
F  +61 (0)2 9765 6899			 
E  info@allightsykes.com

TOWNSVILLE, AUSTRALIA 
M +61 (0)427 543 338			 
E  info@allightsykes.com

AUCKLAND, NEW ZEALAND  
13 McLaughlins Road 
MANUKAU CITY 2104 
T  +64 9 278 8300 
F  +64 9 278 8700			 
E  info@allightsykes.com

CHRISTCHURCH, NEW ZEALAND 
4 Chinook Place 
HORNBY 
T  +64 3 344 2100 
F  +64 3 344 2122			 
E  info@allightsykes.com


